


 

 
ANNEX A 

REVISED SECTION VII. TECHNICAL SPECIFICATIONS 
 
 

LOT 1: Supply and Delivery of Various Other ICT Equipment and Peripherals 

Line 
Item 

End-User Item Technical Specifications Qty Statement of Compliance 

1 GSITD-ICT
-STO 
Current 
(1) 

Camera (PTZ ) ICT-2480 Video Conferencing System 
1. Camera 
Supports Full HD 1080p resolution at 30fps 
Pan range: ±90° 
Tilt range: +35° / -45° 
With 10x lossless HD zoom 
Field of View: Diagonal: 90°; Horizontal: 82.1°; 
Vertical: 52.2° 
With at least five (5) camera presets 
With video mute/unmute LED indicator 
With standard tripod thread for mounting 
2. Remote Control 
Capable of controlling camera, speakerphone, 
and call functions 
Supports at least five (5) camera presets 
With docking feature on speakerphone 
Infrared (IR) range of at least 8.5 meters 
3. Microphones 
Pickup range: at least 6 meters 
Pickup range with expansion microphones: at 
least 8.5 meters 
Equipped with four omnidirectional 
beamforming microphones 
Frequency response: 100 Hz – 11 KHz 
Sensitivity: -28 dB ±3 dB 
Distortion: less than 5% at 200 Hz 
4. Hub, Cables, and Power 
With central hub that connects and powers all 
components 
Under-table mounting adhesive included 
Supplied cables: One (1) cable to camera: 5 
meters; One (1) cable to speakerphone: 5 meters 
One (1) USB cable for PC/Mac connection: 2 
meters; Power cable: 3 meters 
Extended cables available: 10 meters and 15 
meters 
With AC power adapter and regional plug 
compatibility 
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Line 
Item 

End-User Item Technical Specifications Qty Statement of Compliance 

2 

GSITD-ICT
-STO 
Current 
(1) 

Conference 
Microphone 
System 

1. Conference System Unit – 1 unit 
With PLL UHF Receiver 
Equipped with three operating modes: FIFO, 
LIMIT, and Chairman-only 
Expandable to connect up to 256 microphone 
bases 
With LCD Display 
With individual level control for each channel 
With connection interface for external video 
processor 
Housed in a 19" rack-mount metal case 
With balanced audio output to connect to 
external audio mixer 
To be supplied with appropriate balanced XLR 
cable (minimum 20 meters, adjustable 
depending on actual distance between 
Conference System Unit and mixer) 
2. Wireless Chairman Unit – 1 unit 
With gooseneck microphone and rechargeable 
battery 
With PLL UHF Transmitter 
With uni-directional condenser microphone 
Equipped with three function keys to set 
microphone state 
With dedicated Microphone On/Off key 
With effective RF transmission range of up to 
50 meters 
3. Wireless Delegate Unit – 12 units 
With gooseneck microphone and rechargeable 
battery 
With PLL UHF Transmitter 
With uni-directional condenser microphone 
Equipped with two function keys to set 
microphone state 
With dedicated Microphone On/Off key 
With effective RF transmission range of up to 
50 meters 
4. Portable Charging Station – 2 units 
Capable of charging up to 8 rechargeable 
lithium batteries simultaneously 
Operates with universal power requirement AC 
110–230V 
With maximum power consumption of 1000W 
Charging time of approximately 10 hours 
Portable with integrated handle 
With maximum weight of 5 kg 
 

1  
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End-User Item Technical Specifications Qty Statement of Compliance 

3 GSITD-ICT
-STO 
Current 
(6) 

Document 
Scanner 

ICT-2904 
Maximum Scan Size up to: A3 
Image Sensor: 25-megapixel CMOS color sensor 
Resolution: 3672 × 2856 dpi 
Image Capture Speed: 1 second per page 
File Formats Supported: 
Image: JPG, PNG, BMP, TIF, PDF 
Document: WORD, Excel, TXT 
Video Format: 
Online: AVI, WMV, MP4, FLV 
Offline: MOV 
Interface: USB 2.0 
Power Supply: 5V/3A adapter 
Lighting: Natural light plus 6 LED fill lights with 
three-level adjustable brightness 
Screen Size: 5.0 inches 
with USB Cable, Soft Position Pad, Adapter, Foot 
pedal, HDMI cable 
Focus: Auto-Focus 
Effect: Colored/ Grayscale / Black and White 

6  

4 SSD-NSHP
-SSD(4) 

Drawing Pad Drawing Pad 
 
Pen Technology: 
Pressure Sensitivity: at least 8192 Levels 
Tilt Support: at least 60 Degrees 
Resolution: at least 5080 dpi 
Buttons: at least 3 Side Switches 
Type: Battery-Free, Cordless 
 
Controls: 
at least 10 Customizable Keys 
2 Customizable Dials 
Multi-Touch: No 
Battery: Built-in Lithium-Ion 
 
Connectivity & Ports: 
Wireless: Bluetooth 
Wired: USB-C to A Cable 
System Requirements: 
Windows 10 or later | macOS 13 or later 
USB Port / Bluetooth® for Wireless 
 
Accessories Included: 
Pen with Grip & Side Switch Inserts 
Pen Stand with 10 Replacement Nibs 
(Standard, Felt, Rubber) 
USB-C to A Cable 

4  
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End-User Item Technical Specifications Qty Statement of Compliance 

5 LSD-NSHP
-Continuin
g (1) 

Drone ICT-3054 Drone System 
Camera System 
•3-axis gimbal with tri-camera setup: 
•Wide-Angle: 20 MP, 5.1K, 4/3 CMOS 
Hasselblad sensor 
•Medium Telephoto: 70 mm, 48 MP, 3× zoom 
•Telephoto: 166 mm, 12 MP, 7× zoom 
Flight & Battery 
•Supports intelligent flight modes (up to 7) 
•Max flight time: up to 43 minutes per battery 
•Battery capacity: 5000 mAh (up to 46 min 
flight / 40 min hover) 
Transmission & Features 
•O3+ transmission system, range up to 9.3 
miles 
•Omnidirectional obstacle avoidance (APAS 
5.0) 
•Supports D-LOG, D-LOG M, and HLG color 
profiles 
•Compatible with DJI RC Pro remote and Fly 
More Combo 
Accessories 
•Hard case: waterproof, impact-resistant, 
portable design 
•Propellers: low-noise, aerodynamic, durable 
(2 pcs included) 
Warranty & Support 
•Must include warranty coverage and 
after-sales service 
 

1  
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End-User Item Technical Specifications Qty Statement of Compliance 

6 DA-BAR 
Trust 
SCMD(1) 

Drone Mini Camera System 
•​ 3-axis mechanical gimbal 
•​ 1/1.3” CMOS sensor, 48 MP 
•​ 24 mm equivalent lens, f/1.7 aperture 
•​ Up to 4× digital zoom 
•​ 4K video at 100 fps, HDR supported 
•​ True vertical shooting (native portrait 
mode) 
Flight System & Battery 
•​ Intelligent flight modes: MasterShots, 
FocusTrack (ActiveTrack 360°, Spotlight, POI), 
QuickShots, Panorama, Hyperlapse, Cruise 
Control, Waypoint Flight 
•​ Max flight time: up to 34 minutes 
(standard battery) 
•​ Battery: 2590 mAh Li-ion Intelligent 
Flight Battery (USB-C charging) 
Transmission & Range 
•​ OcuSync 4.0 transmission system 
•​ 1080p/60 fps real-time feed 
•​ Max range: up to 20 km (FCC) / 10 km 
(CE/SRRC) 
Flight Safety & Sensors 
•​ Omnidirectional obstacle sensing (all 
directions) 
•​ Advanced Pilot Assistance System 
(APAS 5.0) 
•​ Smart, Low Battery, and Failsafe 
Return-to-Home functions 
Remote Controller 
•​ Smartphone mount (no built-in 
display) 
•​ OcuSync 4.0 transmission 
•​ Supports USB-C, Lightning, and 
Micro-USB connections 
Propellers & Noise Reduction 
•​ Low-noise, aerodynamic propellers 
•​ Includes 2 pcs spare propellers 
Intelligent Flight Battery Plus (Optional) 
•​ Capacity: 3850 mAh 
•​ Max flight time: up to 45 minutes 
Standard Package Includes 
•​ Drone unit 
•​ Remote controller 
•​ Intelligent Flight Battery 
•​ 2 × spare propellers 
•​ USB-C cable, gimbal protector, spare 
screws, screwdriver 
•​ Manuals/documentation 
Warranty & Support 
•​ Must include warranty coverage and 
after-sales support 

1  
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End-User Item Technical Specifications Qty Statement of Compliance 

7 GSITD-LF
P-NSHP 
(10) 
WRMD-LF
P-SWIP 
2025 (60) 

Multi-purpose 
Geotagging 
Device (Basic 
Mobile) 

Multi-purpose Geotagging Device (Basic 
Mobile) 
 
Chipset: Exynos 2400e 
Operating System: at least android 13 
Screen Size: at least 6.7 inches 
Screen Resolution: at least 1080 x 2340 pixels 
Screen Brightness: at least 1750 nits 
Display Type: Dynamic AMOLED 2X, 120Hz 
RAM: at least 8GB 
Storage: at least 256GB 
Battery: at least 4700 mAh 
Network Technology: GSM / CDMA / HSPA / 
EVDO / LTE / 5G 
Camera: 
at least 10MP Front Camera 
at least 50MP Rear Camera 
Positioning: GPS, GLONASS, GALILEO, BDS, 
QZSS 

70  

8 ICT-STO 
Current 
(4) 

Two-way Radio Type: Two-way Radio 
Dual Band (VHF/UHF) 
Channel Spacing: 25KHz (wide band)12.5KHz 
(narrow band) 
Sensitivity: =0.25µV (wide band) =0.35µV 
(narrow band) 
Battery capacity: at least 1800 mAh 
Channel: 128 channels 
Frequency range: 
TX 136 – 174MHz, 400 – 520MHz 
RX 136 – 174MHz, 400 – 520MHz, 68-108MHz 
(FM Broadcast) 
2 Device 

4  

9 LFP-NSHP
-GSITD (1) 

Mobile Phone 
(Communicati
on Equipment) 

 
CPU: at least Octa-Core 
Display Type: Super AMOLED 
Screen Size: at least 6.6 inches 
Screen Resolution: at least 1080 x 2340 pixels 
Screen Brightness: at least 1000 nits 
Operating System: at least Android 14 
Chipset:Exynos 1480 
RAM: at least 8GB 
Storage: at least 256GB 
Battery: at least Li-Ion 5000 mAh 
Camera: 
at least 50MP Front Camera 
at least 32MP Rear Camera 
Positioning: GPS, GALILEO, GLONASS, BDS, 
QZSS 
Bluetooth Version: 5.3 

1  
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Item 

End-User Item Technical Specifications Qty Statement of Compliance 

10 NSWRRDC
-HIGHPEZ
-NSHP(2) 

Portable 
Projector 

ICT-2784 
Light Source Type: LED 
Native Resolution: at least 854×480 
Brightness: at least 300 Lumens 
Built-in Battery: at least 12000mAh 
Lamp Life: up to 30000 hrs 
Contrast Ratio: at least 120000:1 
Resolution Support: VGA(640 x 480) to 
FullHD(1920 x 1080) 
HDTV Compatibility: 480i, 480p, 576i, 576p, 
720p, 1080i, 1080p 
Input: 
HDMI: 1, (HDMI 1.4/ HDCP 1.4) 
USB Type C: 1 (5V/ 2A) 
Audio-in (Bluetooth): 1 (BT4.2) 
USB Type A: 1, (USB2.0 Reader) 
SD Card: Micro SD (32GB, SDHC) 
Wifi Input: 1 (5Gn) 
Output: 
Audio out (3.5mm): 1 
Audio-out (Bluetooth): 1 (BT4.2) 
Speaker: 3W Cube x2 
USB Type A (Power): 1 , (USB2.0 – 5V/1A,, 
share with USB A Input) 
With Carry Bag 

2  

11 NSWRRDC
-HIGHPEZ
-NSHP(2) 

Portable 
Printer 

ICT-1751 
Print Method: Micro Piezo 
Printer Function: Print 
Maximum Resolution: At least 5760 x 1440 dpi 
Paper Sizes: Legal, Letter, A4, B5, A5, A6, 8×10”, 
5×7”, 4×6”, Envelopes: #10, DL, C6 
Number of Paper Trays: 1 
Interface: USB 2.0 
Network: Wi-Fi (IEEE 802.11b/g/n), Wi-Fi 
Direct 
Built-in Battery 

2  

12 ICT-STO 
Current(3
3) 
WRMD-LF
P-SWIP 
2025(10) 
SCMD-RD-
CORN(2) 
SCMD-Ma
nila 
Bay(1) 
GSITD-ST
O-ICT-202
5(16) 

UPS UPS 
Type: Uninterruptible Power Supply (UPS) 
Input Capacity: 650w/1200 VA 
Universal Socket: 4 Sockets 
Nominal Output Voltage: 230V 
Nominal Input Voltage: 230V 
Battery Type: Lead-acid battery 
Typical Charge Time: 8 hour(s) 

62  
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Item 

End-User Item Technical Specifications Qty Statement of Compliance 

13 WRMD-PS
S RICE 
CONTINUI
NG (1) 

VHF/UHF 
Radio 
Transmitter 
(Handheld 
Aviation 
Radio) 

Frequency Coverage: 0.100-1309.995 MHz 
(AM/FM modes) 
Cover: 
-VFH Airband (118-136 MHz, AM Mode) 
-FM Radio Stations 
-Public Safety bands 
 
Features: 
Ultra-fast scanning: 100 channels per second 
1,500 memory channels: Organize frequencies 
easily 
High sensitivity: Picks up weak signals better 
than any other scanners 
Automatic Memory Write: Stores active 
frequencies for quick recall 
DTCS & CTCSS tone squelch: Helps filter out 
unwanted signals 
Battery life: Up to 15 hours (with 2 x AA Ni-MH 
Batteries) 
Audio Output: Loud and clear speaker 
Power & Battery 
Power Source: 2 x AA Batteries (Alkaline or 
Ni-MH) 
Alkanline ~ 19 hours 
Ni-MH rechargeable~ 15 hours 
External DC Power (via optional adapter) 
Size: 58 x 86 x 29.8mm (W x H x D) 
Weight: 200g (including battery and antenna) 
 
**Note Best use to: 
Listening Air Traffic Control (ATC)- Ideal for 
monitoring 
Pilot- Tower Communications Ham Radio % 
Public Safety Listening- Covers common ham 
bands and emergency frequencies 
Cloud Seeding Operations- Great for remote 
listening to pilot 

1  

14 WRMD-LF
P-SWIP 
2025 (60) 
DA-BAR 
Trust 
SCMD(1) 

Multi-purpose 
Geotagging 
Device (Tablet) 

Multi-purpose Geotagging Device (Tablet) 
CPU: at least Octa-Core 
Display Type: TFT LCD 
Screen Size: at least 12.4 inches 
Screen Resolution: at least 1600 x 2560 pixels 
Screen Brightness: at least 522 nits 
Operating System: at least Android 11 
Chipset: Qualcomm SM7225 Snapdragon 750G 
5G (8 nm) – 5G 
RAM: at least 6GB 
Storage: at least 128GB 
Battery: at least LiPo 10090 mAh 
Simcard Form Factor: Nano 
Camera: 
at least 5MP Front Camera 
at least 8MP Rear Camera 
Positioning: GPS, GLONASS, BDS, GALILEO 
with Precision pen 

61  
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End-User Item Technical Specifications Qty Statement of Compliance 

15 DA-BAR 
Trust 
SCMD(1) 

Action Camera ICT-2513 
Image Sensor: 1/2″-Type CMOS 
Sensor Resolution Effective: 48 Megapixel 
Maximum Aperture: f/1.9 
Resolution: 
360 Mode: 
5.7K @30fps, 24fps, 25fps 
4K @60fps, 30fps 
Single Lens Mode: 
4K@ 30fps 
3.6K@60fps, 50fps, 30fps, 25fps, 24fps 
Bit Rate: 120Mbps 
Outputs: 1 x USB-C 
Battery: Lithium-Ion Battery Pack 
Battery Capacity: 1800 mAh 
Memory Card Format: microSDXC 
With 
114cm Invisible Selfie Stick 
Bullet Time Cord 
Additional Battery 
Fast Charge Hub 
Lens Cap 

1  

16 LSD-NSHP 
(1) 

Geotagging 
Device 

ICT-2968 
CPU: at least Deca-core 
Display Type: Dynamic AMOLED 2X 
Screen Size: at least 6.2 inches 
Screen Resolution: at least 2340 x 1080 pixels 
Screen Brightness: at least 2600 nits 
Operating System: at least Android 14 
Chipset: at least Qualcomm SM8650-AC 
Snapdragon 8 Gen 3 (4 nm) 
RAM: at least 12GB 
Storage: at least 256GB 
Battery: at Li-Ion 5000 mAh 
Simcard Form Factor: Nano-SIM + eSIM 
Camera: 
at least 12MP Front Camera 
at least 50MP Rear Camera 
Positioning: GPS, GLONASS, BDS, GALILEO, 
QZSS 

1  

Page 10 of 42 



 

Line 
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End-User Item Technical Specifications Qty Statement of Compliance 

17 GSITD-ST
O-ICT-202
5 (30) 

Router Router 
ICT-3021 
Network Standard: 
IEEE 802.11a; IEEE 802.11b; IEEE 802.11g; 
WiFi 4 (802.11n); WiFi 5 (802.11ac); WiFi 6 
(802.11ax); IPv4; IPv6; 
WiFi Data Rate: 
802.11a : up to 54 Mbps; 802.11b : up to 11 
Mbps; 802.11g : up to 54 Mbps; WiFi 6 
(802.11ax) (2.4GHz) : up to 1148 Mbps; WiFi 6 
(802.11ax) (5GHz) : up to 4804 Mbps 
Antenna: External antenna x 6 
Operating Frequency: 2.4GHz / 5GHz 
Processor: 2.0 GHz quad-core processor 
Memory: 
256 MB Flash; 512 MB RAM 
Operating Mode: 
Wireless router mode; Access point mode; 
Media bridge mode 
I/O Ports: 
RJ45 for 2.5 Gigabits BaseT for WAN x 1; RJ45 
for 2.5 Gigabits BaseT for LAN x 1; RJ45 for 
Gigabits BaseT for LAN x 4; USB 3.2 Gen 1 x 1 
Buttons: WPS Button, Reset Button, Power 
Button 
LED Indicator: 
Power x 1; WiFi x 1; 1G LAN x 4; 2.5G WAN x 1; 
2.5G LAN x 1 

30  

18 WRMD 
(12) 

Desktop 
Printer 
(Advance) 

ICT-2250 
Printer Type: Inktank 
Printer Function: Print, Scan, Copy & Fax 
(With ADF and Flatbed) 
Maximum Printing Resolution: 4800 x 1200 dpi 
Number of Paper Trays: 1 
Interface: USB 2.0 
Network: Wireless, Mopria, AirPrint, Direct 
Wireless 
Borderless Printing (A4 / Letter / 4 x 6″ / 5 x 
7″ / 8 x 10″ / Square (5 x 5″) / Business Card) 

12  

19 SSD(2) Multimedia 
Display (Smart 
TV 50 inch 
LED) 

ICT-2862 
Type: Smart TV Tizen 
Screen Size: at least 50 inch 
TV Resolution: at least 4K 
Refresh Rate: 60Hz 
Display Panel: LED 
Bluetooth: 5.2 
Speaker: at least 20w 
Wi-Fi 5: 2.4G & 5G 
3-Side Bezel-less 
I/O Ports: 
HDMI 2.1 x 3 
USB-A x 1 
Ethernet Lan x 1 

2  
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End-User Item Technical Specifications Qty Statement of Compliance 

20 SSD(2) Portable 
Power Station 
(For drone) 

<10ms pro-grade UPS for precision devices 
at least 858Wh Capacity, 600W rated output 
and 1200W X-Boost 
Up to 2 x runtime for light-wattage appliances 
Expandable up to 858Wh with a wire-free 
connection 
Compact and lighweight 
at least 2.3hr charge, no battery damage 
Up to 220W fast solar charging 
<30 dB whisper quiet for 24/7 use 

2  

21 SSD(2) Power Station Battery PowerL at least 72000mAh (256Wh) 
AC Input: AC220V/50Hz 0.5A MAX 
AC Output: AC220V50Hz 0.5A, 300W(Sine 
Wave) 
Input 12V IN: 12V-24V/1A-5A(Max 60W) 
Input USB C: DC5V-3A/9V 3A/12V 3A/15V 
3A/20V 
Output USB C: DC5V-3A/9V 3A/12V 3A/15V 
3A/20V 
Output USB 1: DC5V- 3A/9V 2A/12V 
Output USB 2: DC5V- 3A/9V 2A/12V 
Total Output: 5V- 4A (USB1+USB2) 
12V Out: 12V- 6A (DC1+DC2) 
LED Light: 3W 

2  

22 SWRRD(1
) 

Camera (DSLR) ICT-2508 
Type: Digital Single Lens Reflex 
(Interchangeable Lens Camera) 
Image Sensor: 24.1MP APS-C CMOS sensor & 
DIGIC 4+ image processor 
Autofocus: 9-point AF with 1 centre cross-type 
AF point 
Standard ISO 100 – 6400 (expandable to 
12800) 
Wireless Connection: Wi-Fi / NFC supported 
Up to 3 shots per second continuous shooting 
speed 
Screen: 3 inch LCD monitor 
with 18-55mm IS II Black lens 

1  

23 SSD (2) Speaker 
(Multimedia 
Speaker w/ 
Wireless Mic) 

ICT-3163 
Connectivity: 
3.5 mm input: 1 
USB port: 1 
Bluetooth at least v5.0 
Microphone input: 2 (wired) 
Microphone: 
2 wireless microphones included 
Dynamic, handheld type 
Battery: 
Rechargeable battery, at least 6–8 hours 
playtime 
Charging port: 1 (DC input) 
MP3 Display: 
LED display for track number and mode 
Supports MP3 playback via USB 
Controls: 

2  
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At least Power, volume, echo, mic volume, and 
mode controls on main unit 

24 SCMD (4) Communicatio
n Device (Mini 
Two-way 
Radio) 

ICT-3214 
Type: Mini Two-Way Radio / Walkie Talkie 
Frequency Range: UHF 400–470 MHz 
Channels: 16 Memory Channels 
Communication Type: No SIM card required 
(simplex communication) 
Theoretical Range: 1 – 10 km (depending on 
terrain and environment) 
Supply Power: DC 3.7 V 
Battery Capacity: 9800 mAh Li-ion 
Charging Method: USB Charging 
Standby Time: Up to 10 days 
Operating Temperature: −20 °C to +40 °C 

4  

 

LOT 1 Unit and its component must be BRAND NEW, UNUSED & NOT CLONE Brand 
and model offered shall be indicated on the technical proposal per line item 
Warranty: all equipment must be at least 1 year warranty on parts and labor 
service Bidder must submit Suppliers Performance Evaluation with at least 
Satisfactory Rating (submit during post qual) 

 

 
Lot 2: Supply and Delivery of ICT Supplies 

Line 
Item 

End-User Item Technical Specifications Qty 
Statement of 
Compliance 

1 SCMD-RD 
CORN (6) 
SWRRD-STO-
ASP(1) 

Power 
Bank 

Battery Capacity: at least 20000 mAh 
Input ports: 
Lightning 
Micro-USB 
Output ports: USB Type-A (2) 
I/O: DC 5V – 2.1A 

7  

2 SCMD-STO-R
EGULAR-202
5 (5) 
SCMD-RD 
CORN-2025 
(5) 

Flash 
Drive : 
OTG Type 
C (128 GB) 

OTG USB Flash Drive 
Capacity: 128GB 
Speed: USB 3.1 Gen.1 up to 150MB/s read 
Interface: 
USB-A 
Type-C 

10  

3 SCMD-STO-R
EGULAR-202
5 (3) 

External 
Storage 

Type: Solid State Drive (SSD) 
Capacity: 1TB 
Interface: USB Gen 3.2 
Sequential Read: Up to 1,050MB/sec 
Sequential Write: Up to 1,000MB/sec 
Encryption:AES 256-bit hardware encryption 

3  

4 Manila Bay 
SCMD(1) 

SSD 
Internal 
Storage 
(1TB) 

ICT-1843 
SSD 
Capacity: 1 TB 
Interface: SATA 6 GB/S 
Sequential Read: Up to 560 MB/s 
Sequential Write: Up to 530 MB/s 

1  
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End-User Item Technical Specifications Qty 
Statement of 
Compliance 

5 SCMD-STO-R
EGULAR-202
5 (2) 

USB hub 
(Heavy 
duty, 10 
port) 

ICT-2806 
Interface Type: USB 3.0 
Ports: 10 Ports 
Standard: USB 3.0 
Body Type: Aluminum 
Interface: USB3.0 
Speed: 5Gbps 
Support Function: Current Protection/Hot Swap 
Plug: 12V Power Adapter 
Cable Length: 1M 

2  

6 RD-SOIL 
TANK(3) 
WRMD-LFP-
SWIP 
2025(10) 

Keyboard 
and 
mouse 
combo 
(wireless) 

Keyboard 
3 Zone-Layout 
Adjustable height -tilt legs 
Special Keys: Music Controls 
Palm Rest 
10-Key Number pad 
Key type: Deep profile 
On/Off power switch 
Mouse 
Sensor technology: High-precision Optical 
tracking 
Number of buttons: 3 (Left/Right-click, Middle 
click) 
Scrolling: line-by-line 
Scroll Wheel: Yes, 2D, mechanical 
Connect/Power: On/Off power button 

13  

7 ICT-STO 
Current(10) 
GSITD-STO-I
CT-2015(10) 

RAM DDR5 
8GB (8×2) 
5200 MHz 
LoDimm 

20  

8 ICT-STO 
Current (2) 

Wi-Fi 
Adapter 

Interface: USB 3.0 
Signal: 
5GHz (up to 867Mbps) 
2.4GHz (up to 400Mbps) 
2 External High Gain Antenna 
Features: MU-MIMO 

2  

9 ICT-STO 
Current (11) 

Desktop 
Power 
Supply 
750w gold 

Watts: at least 750 
Rating: 80+ Gold 
Type: Modular 
Fan Size: 120mm 
Form Factor: ATX 

11  

10 ICT-STO 
Current (11) 

Headphon
e 
(Over-ear) 

Type: Over-ear Headphone 
Frequency response: at least 20Hz – 20kHz 
Max input power: at least 20mW 
Sensitivity: at least 96dB SPL @1kHz/1mW 
Impedance: at least 32 ohm 
Microphone frequency response: at least 100Hz – 
10kHz 
Microphone pickup pattern: Directional 
Microphone Type: Detachable 
Connection: 3.55mm jack 

11  
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End-User Item Technical Specifications Qty 
Statement of 
Compliance 

11 LSD-NSHP 
(100) 

OTG USB 
Flash 
Drive 

ICT-2197 
OTG USB Flash Drive 
Capacity: 256GB 
Speed: USB 3.2 Gen.1 up to 400MB/s read 
Interface: 
USB-A 
Type-C 

100  

12 LSD-NSHP 
(45) 

Bluetooth 
Case 

Magnetic Bluetooth TouchPad Keyboard Case for 
Samsung Galaxy Tab S10 FE + 5G with Wireless 
Mouse Specifications: Keyboard Case 
- Connection: Bluetooth 3.0+ 
- Keyboard: Magnetic, detachable, scissor-switch 
keys 
- Touchpad: Multi-touch gesture support 
- Backlight: Optional RGB, adjustable brightness 
- Battery: 280–600mAh; 50–200 hrs use; USB-C 
charging 
- Design: Floating cantilever stand for adjustable 
viewing angles 
- Features: Auto sleep/wake, stylus holder 
- Material: PU leather, TPU shell 
 
Wireless Mouse 
- Connection: Bluetooth or 2.4GHz 
- Design: Slim, ergonomic, rechargeable 
- Compatibility: Android, iOS, Windows, macOS 
Typical Inclusions 
- Magnetic Bluetooth Keyboard Case 
- Wireless Mouse 
- Charging Cable (USB-C or Micro USB) 
- User Manual 

45  

13 GSITD-LFP-N
SHP (25) 

Memory 
Card 
(Micro SD) 

ICT-1870 
Capacity: 128GB 
Type: Micro SDXC 
Read Speed: Up to 200 MB/s 
Write Speed: Up to 90MB/s 

25  

14 GSITD-LFP-N
SHP (20) 

USB Hub ICT-2235 
Output Interface: 4 USB 3.0 Ports 
Input Interface: USB 3.0 Type-A 
Data transfer up to 5Gbps 

20  

15 GSITD-LFP-N
SHP(15) 
GSITD-STO-I
CT-2025(20) 

Wireless 
Keyboard 
& Mouse 

ICT-2797 
Keyboard 
3 Zone-Layout 
Adjustable height -tilt legs 
Special Keys: Music Controls 
Palm Rest 
10-Key Number pad 
Key type: Deep profile 
On/Off power switch 
Mouse 
Sensor technology: High-precision Optical 
tracking 
Number of buttons: 3 (Left/Right-click, Middle 
click) 
Scrolling: line-by-line 

35  
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Line 
Item 

End-User Item Technical Specifications Qty 
Statement of 
Compliance 

Scroll Wheel: Yes, 2D, mechanical 
Connect/Power: On/Off power button 

16 GSITD-LFP-N
SHP(20) 
GSITD-STO-I
CT-2025(14) 

Mouse 
(Wireless) 

ICT-2189 
Type: Wireless 
Connection Type: Bluetooth® Smart and 2.4GHz 
wireless connection 
Wireless range: 10 m 
Battery Details: 1 x AA 
DPI (Min/Max): 1000± 
Sensor resolution: 1000 dpi 
Scroll Wheel: 3G Core 
Number of buttons: 8 

34  

17 SWRRD(1) Projector 
Laser 
Pointer 

ICT-1864 
Laser Class: Class 2 
Max laser output: Less than 1m W 
Laser Color: Green 
Wireless technology: 2.4 GHz 
Operating distance: up to 30m 
Battery Type: 2 AAA 
LCD Display for Timer, Battery power and 
Reception level 

1  

 LOT 2 & 3 Brand and model offered shall be indicated on the technical 
proposal per line item Bidder must submit Suppliers Performance 
Evaluation with at least Satisfactory Rating (submit during post qual) 
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Lot 3: Supply and Delivery of ICT Software 
Line 
Item 

End-User Technical Specifications Qty Statement of Compliance 

1 GSITD-ICT-
STO 
Current 

Engineering Software 
renewal 
AutoCAD 2024 
Includes specialized toolsets 
AD Commercial New Single-user ELD Annual 
Subscription 

2  

2 WRMD-LF
P-SWIIP-20
25 

Engineering Software compatible with the existing 
software (AutoCAD) 
 
Autodesk Civil 3D 2025 
One (1) year subscription; single-user 

6  

3 GSITD-STO
-ICT 
Current 

Microsoft Office Standard 2021 
Perpetual license; single-PC 

21  

4 WRMD-LF
P-SWIIP-20
25 

MODFLOW User Interface Software 
 
Perpetual License 
Premium Edition 
Hard key (USB hardware lock) 
USB Flash Drive Installer 
 
Flow Engine Capabilities: 
MODFLOW 2000, 2005, NWT, 
MODFLOW 6 (Structured & Unstructured Grid) 
MODFLOW LGR 
MODFLOW USGS 
 
Transport Engine Capabilities: 
MODFLOW-6 
MT3DMS 
RT3D 
SEAWAT 
 
With Utilities: 
ZONEBUDGET 
MODPATH 
MODPATH3DU 
PEST 
SAMG SOLVER (Serial & Parallel) 
 
Grid Type Capabilities: 
Unlimited Grid in STRUCTURED FINITE DIFFERENCE 
GRID, LOCAL GRID REFINEMENT, UNSTRUCTURED GRID, 
MULTIPLE GRID, 
 
Other Specifications: 
Enhanced 3D Visualization 
Conceptual Modeling 
3D Animation and Movie Generation 
FEFLOW Model Generation 
 
Package includes Hands On Training on Software 
Utilization 

1  
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Line 
Item 

End-User Technical Specifications Qty Statement of Compliance 

 LOT 2 & 3 Brand and model offered shall be indicated on the technical 
proposal per line item Bidder must submit Suppliers Performance 
Evaluation with at least Satisfactory Rating (submit during post qual) 
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LOT 1: Supply and Delivery of Various Other ICT Equipment and Peripherals 

Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

1 GSITD-ICT
-STO 
Current 
(1) 

Camera (PTZ ) ICT-2480 Video Conferencing System 
1. Camera 
Supports Full HD 1080p resolution at 30fps 
Pan range: ±90° 
Tilt range: +35° / -45° 
With 10x lossless HD zoom 
Field of View: Diagonal: 90°; Horizontal: 82.1°; 
Vertical: 52.2° 
With at least five (5) camera presets 
With video mute/unmute LED indicator 
With standard tripod thread for mounting 
2. Remote Control 
Capable of controlling camera, speakerphone, 
and call functions 
Supports at least five (5) camera presets 
With docking feature on speakerphone 
Infrared (IR) range of at least 8.5 meters 
3. Microphones 
Pickup range: at least 6 meters 
Pickup range with expansion microphones: at 
least 8.5 meters 
Equipped with four omnidirectional 
beamforming microphones 
Frequency response: 100 Hz – 11 KHz 
Sensitivity: -28 dB ±3 dB 
Distortion: less than 5% at 200 Hz 
4. Hub, Cables, and Power 
With central hub that connects and powers all 
components 
Under-table mounting adhesive included 
Supplied cables: One (1) cable to camera: 5 
meters; One (1) cable to speakerphone: 5 meters 
One (1) USB cable for PC/Mac connection: 2 
meters; Power cable: 3 meters 
Extended cables available: 10 meters and 15 
meters 
With AC power adapter and regional plug 
compatibility 

1 90,000.00 90,000.00 
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Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

2 

GSITD-ICT
-STO 
Current 
(1) 

Conference 
Microphone 
System 

1. Conference System Unit – 1 unit 
With PLL UHF Receiver 
Equipped with three operating modes: FIFO, 
LIMIT, and Chairman-only 
Expandable to connect up to 256 microphone 
bases 
With LCD Display 
With individual level control for each channel 
With connection interface for external video 
processor 
Housed in a 19" rack-mount metal case 
With balanced audio output to connect to 
external audio mixer 
To be supplied with appropriate balanced XLR 
cable (minimum 20 meters, adjustable 
depending on actual distance between 
Conference System Unit and mixer) 
2. Wireless Chairman Unit – 1 unit 
With gooseneck microphone and rechargeable 
battery 
With PLL UHF Transmitter 
With uni-directional condenser microphone 
Equipped with three function keys to set 
microphone state 
With dedicated Microphone On/Off key 
With effective RF transmission range of up to 
50 meters 
3. Wireless Delegate Unit – 12 units 
With gooseneck microphone and rechargeable 
battery 
With PLL UHF Transmitter 
With uni-directional condenser microphone 
Equipped with two function keys to set 
microphone state 
With dedicated Microphone On/Off key 
With effective RF transmission range of up to 
50 meters 
4. Portable Charging Station – 2 units 
Capable of charging up to 8 rechargeable 
lithium batteries simultaneously 
Operates with universal power requirement AC 
110–230V 
With maximum power consumption of 1000W 
Charging time of approximately 10 hours 
Portable with integrated handle 
With maximum weight of 5 kg 
 

1 485,000.00 485,000.00 
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Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

3 GSITD-ICT
-STO 
Current 
(6) 

Document 
Scanner 

ICT-2904 
Maximum Scan Size up to: A3 
Image Sensor: 25-megapixel CMOS color sensor 
Resolution: 3672 × 2856 dpi 
Image Capture Speed: 1 second per page 
File Formats Supported: 
Image: JPG, PNG, BMP, TIF, PDF 
Document: WORD, Excel, TXT 
Video Format: 
Online: AVI, WMV, MP4, FLV 
Offline: MOV 
Interface: USB 2.0 
Power Supply: 5V/3A adapter 
Lighting: Natural light plus 6 LED fill lights with 
three-level adjustable brightness 
Screen Size: 5.0 inches 
with USB Cable, Soft Position Pad, Adapter, Foot 
pedal, HDMI cable 
Focus: Auto-Focus 
Effect: Colored/ Grayscale / Black and White 

6 35,000.00 210,000.00 

4 SSD-NSHP
-SSD(4) 

Drawing Pad Drawing Pad 
 
Pen Technology: 
Pressure Sensitivity: at least 8192 Levels 
Tilt Support: at least 60 Degrees 
Resolution: at least 5080 dpi 
Buttons: at least 3 Side Switches 
Type: Battery-Free, Cordless 
 
Controls: 
at least 10 Customizable Keys 
2 Customizable Dials 
Multi-Touch: No 
Battery: Built-in Lithium-Ion 
 
Connectivity & Ports: 
Wireless: Bluetooth 
Wired: USB-C to A Cable 
System Requirements: 
Windows 10 or later | macOS 13 or later 
USB Port / Bluetooth® for Wireless 
 
Accessories Included: 
Pen with Grip & Side Switch Inserts 
Pen Stand with 10 Replacement Nibs 
(Standard, Felt, Rubber) 
USB-C to A Cable 

4 30,000.00 120,000.00 
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Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

5 LSD-NSHP
-Continuin
g (1) 

Drone ICT-3054 Drone System 
Camera System 
•3-axis gimbal with tri-camera setup: 
•Wide-Angle: 20 MP, 5.1K, 4/3 CMOS 
Hasselblad sensor 
•Medium Telephoto: 70 mm, 48 MP, 3× zoom 
•Telephoto: 166 mm, 12 MP, 7× zoom 
Flight & Battery 
•Supports intelligent flight modes (up to 7) 
•Max flight time: up to 43 minutes per battery 
•Battery capacity: 5000 mAh (up to 46 min 
flight / 40 min hover) 
Transmission & Features 
•O3+ transmission system, range up to 9.3 
miles 
•Omnidirectional obstacle avoidance (APAS 
5.0) 
•Supports D-LOG, D-LOG M, and HLG color 
profiles 
•Compatible with DJI RC Pro remote and Fly 
More Combo 
Accessories 
•Hard case: waterproof, impact-resistant, 
portable design 
•Propellers: low-noise, aerodynamic, durable 
(2 pcs included) 
Warranty & Support 
•Must include warranty coverage and 
after-sales service 
 

1 240,000.00 240,000.00 
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Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

6 DA-BAR 
Trust 
SCMD(1) 

Drone Mini Camera System 
•​ 3-axis mechanical gimbal 
•​ 1/1.3” CMOS sensor, 48 MP 
•​ 24 mm equivalent lens, f/1.7 aperture 
•​ Up to 4× digital zoom 
•​ 4K video at 100 fps, HDR supported 
•​ True vertical shooting (native portrait 
mode) 
Flight System & Battery 
•​ Intelligent flight modes: MasterShots, 
FocusTrack (ActiveTrack 360°, Spotlight, POI), 
QuickShots, Panorama, Hyperlapse, Cruise 
Control, Waypoint Flight 
•​ Max flight time: up to 34 minutes 
(standard battery) 
•​ Battery: 2590 mAh Li-ion Intelligent 
Flight Battery (USB-C charging) 
Transmission & Range 
•​ OcuSync 4.0 transmission system 
•​ 1080p/60 fps real-time feed 
•​ Max range: up to 20 km (FCC) / 10 km 
(CE/SRRC) 
Flight Safety & Sensors 
•​ Omnidirectional obstacle sensing (all 
directions) 
•​ Advanced Pilot Assistance System 
(APAS 5.0) 
•​ Smart, Low Battery, and Failsafe 
Return-to-Home functions 
Remote Controller 
•​ Smartphone mount (no built-in 
display) 
•​ OcuSync 4.0 transmission 
•​ Supports USB-C, Lightning, and 
Micro-USB connections 
Propellers & Noise Reduction 
•​ Low-noise, aerodynamic propellers 
•​ Includes 2 pcs spare propellers 
Intelligent Flight Battery Plus (Optional) 
•​ Capacity: 3850 mAh 
•​ Max flight time: up to 45 minutes 
Standard Package Includes 
•​ Drone unit 
•​ Remote controller 
•​ Intelligent Flight Battery 
•​ 2 × spare propellers 
•​ USB-C cable, gimbal protector, spare 
screws, screwdriver 
•​ Manuals/documentation 
Warranty & Support 
•​ Must include warranty coverage and 
after-sales support 

1 49,900.00 49,900.00 
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Item 

End-User Item Technical Specifications Qty Unit Cost Total 

7 GSITD-LF
P-NSHP 
(10) 
WRMD-LF
P-SWIP 
2025 (60) 

Multi-purpose 
Geotagging 
Device (Basic 
Mobile) 

Multi-purpose Geotagging Device (Basic 
Mobile) 
 
Chipset: Exynos 2400e 
Operating System: at least android 13 
Screen Size: at least 6.7 inches 
Screen Resolution: at least 1080 x 2340 pixels 
Screen Brightness: at least 1750 nits 
Display Type: Dynamic AMOLED 2X, 120Hz 
RAM: at least 8GB 
Storage: at least 256GB 
Battery: at least 4700 mAh 
Network Technology: GSM / CDMA / HSPA / 
EVDO / LTE / 5G 
Camera: 
at least 10MP Front Camera 
at least 50MP Rear Camera 
Positioning: GPS, GLONASS, GALILEO, BDS, 
QZSS 

70 49,900.00 3,493,000.00 

8 ICT-STO 
Current 
(4) 

Two-way Radio Type: Two-way Radio 
Dual Band (VHF/UHF) 
Channel Spacing: 25KHz (wide band)12.5KHz 
(narrow band) 
Sensitivity: =0.25µV (wide band) =0.35µV 
(narrow band) 
Battery capacity: at least 1800 mAh 
Channel: 128 channels 
Frequency range: 
TX 136 – 174MHz, 400 – 520MHz 
RX 136 – 174MHz, 400 – 520MHz, 68-108MHz 
(FM Broadcast) 
2 Device 

4 2,400.00 9,600.00 

9 LFP-NSHP
-GSITD (1) 

Mobile 
Phone(Commu
nication 
Equipment) 

 
CPU: at least Octa-Core 
Display Type: Super AMOLED 
Screen Size: at least 6.6 inches 
Screen Resolution: at least 1080 x 2340 pixels 
Screen Brightness: at least 1000 nits 
Operating System: at least Android 14 
Chipset:Exynos 1480 
RAM: at least 8GB 
Storage: at least 256GB 
Battery: at least Li-Ion 5000 mAh 
Camera: 
at least 50MP Front Camera 
at least 32MP Rear Camera 
Positioning: GPS, GALILEO, GLONASS, BDS, 
QZSS 
Bluetooth Version: 5.3 

1 30,000.00 30,000.00 
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Item 

End-User Item Technical Specifications Qty Unit Cost Total 

10 NSWRRDC
-HIGHPEZ
-NSHP(2) 

Portable 
Projector 

ICT-2784 
Light Source Type: LED 
Native Resolution: at least 854×480 
Brightness: at least 300 Lumens 
Built-in Battery: at least 12000mAh 
Lamp Life: up to 30000 hrs 
Contrast Ratio: at least 120000:1 
Resolution Support: VGA(640 x 480) to 
FullHD(1920 x 1080) 
HDTV Compatibility: 480i, 480p, 576i, 576p, 
720p, 1080i, 1080p 
Input: 
HDMI: 1, (HDMI 1.4/ HDCP 1.4) 
USB Type C: 1 (5V/ 2A) 
Audio-in (Bluetooth): 1 (BT4.2) 
USB Type A: 1, (USB2.0 Reader) 
SD Card: Micro SD (32GB, SDHC) 
Wifi Input: 1 (5Gn) 
Output: 
Audio out (3.5mm): 1 
Audio-out (Bluetooth): 1 (BT4.2) 
Speaker: 3W Cube x2 
USB Type A (Power): 1 , (USB2.0 – 5V/1A,, 
share with USB A Input) 
With Carry Bag 

2 28,000.00 56,000.00 

11 NSWRRDC
-HIGHPEZ
-NSHP(2) 

Portable 
Printer 

ICT-1751 
Print Method: Micro Piezo 
Printer Function: Print 
Maximum Resolution: At least 5760 x 1440 dpi 
Paper Sizes: Legal, Letter, A4, B5, A5, A6, 8×10”, 
5×7”, 4×6”, Envelopes: #10, DL, C6 
Number of Paper Trays: 1 
Interface: USB 2.0 
Network: Wi-Fi (IEEE 802.11b/g/n), Wi-Fi 
Direct 
Built-in Battery 

2 20,000.00 40,000.00 

12 ICT-STO 
Current(3
3) 
WRMD-LF
P-SWIP 
2025(10) 
SCMD-RD-
CORN(2) 
SCMD-Ma
nila 
Bay(1) 
GSITD-ST
O-ICT-202
5(16) 

UPS UPS 
Type: Uninterruptible Power Supply (UPS) 
Input Capacity: 650w/1200 VA 
Universal Socket: 4 Sockets 
Nominal Output Voltage: 230V 
Nominal Input Voltage: 230V 
Battery Type: Lead-acid battery 
Typical Charge Time: 8 hour(s) 

62 8,500.00 527,000.00 
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Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

13 WRMD-PS
S RICE 
CONTINUI
NG (1) 

VHF/UHF 
Radio 
Transmitter 
(Handheld 
Aviation 
Radio) 

Frequency Coverage: 0.100-1309.995 MHz 
(AM/FM modes) 
Cover: 
-VFH Airband (118-136 MHz, AM Mode) 
-FM Radio Stations 
-Public Safety bands 
 
Features: 
Ultra-fast scanning: 100 channels per second 
1,500 memory channels: Organize frequencies 
easily 
High sensitivity: Picks up weak signals better 
than any other scanners 
Automatic Memory Write: Stores active 
frequencies for quick recall 
DTCS & CTCSS tone squelch: Helps filter out 
unwanted signals 
Battery life: Up to 15 hours (with 2 x AA Ni-MH 
Batteries) 
Audio Output: Loud and clear speaker 
Power & Battery 
Power Source: 2 x AA Batteries (Alkaline or 
Ni-MH) 
Alkanline ~ 19 hours 
Ni-MH rechargeable~ 15 hours 
External DC Power (via optional adapter) 
Size: 58 x 86 x 29.8mm (W x H x D) 
Weight: 200g (including battery and antenna) 
 
**Note Best use to: 
Listening Air Traffic Control (ATC)- Ideal for 
monitoring 
Pilot- Tower Communications Ham Radio % 
Public Safety Listening- Covers common ham 
bands and emergency frequencies 
Cloud Seeding Operations- Great for remote 
listening to pilot 

1 18,000.00 18,000.00 

14 WRMD-LF
P-SWIP 
2025 (60) 
DA-BAR 
Trust 
SCMD(1) 

Multi-purpose 
Geotagging 
Device (Tablet) 

Multi-purpose Geotagging Device (Tablet) 
CPU: at least Octa-Core 
Display Type: TFT LCD 
Screen Size: at least 12.4 inches 
Screen Resolution: at least 1600 x 2560 pixels 
Screen Brightness: at least 522 nits 
Operating System: at least Android 11 
Chipset: Qualcomm SM7225 Snapdragon 750G 
5G (8 nm) – 5G 
RAM: at least 6GB 
Storage: at least 128GB 
Battery: at least LiPo 10090 mAh 
Simcard Form Factor: Nano 
Camera: 
at least 5MP Front Camera 
at least 8MP Rear Camera 
Positioning: GPS, GLONASS, BDS, GALILEO 
with Precision pen 

61 49,000.00 2,989,000.00 
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15 DA-BAR 
Trust 
SCMD(1) 

Action Camera ICT-2513 
Image Sensor: 1/2″-Type CMOS 
Sensor Resolution Effective: 48 Megapixel 
Maximum Aperture: f/1.9 
Resolution: 
360 Mode: 
5.7K @30fps, 24fps, 25fps 
4K @60fps, 30fps 
Single Lens Mode: 
4K@ 30fps 
3.6K@60fps, 50fps, 30fps, 25fps, 24fps 
Bit Rate: 120Mbps 
Outputs: 1 x USB-C 
Battery: Lithium-Ion Battery Pack 
Battery Capacity: 1800 mAh 
Memory Card Format: microSDXC 
With 
114cm Invisible Selfie Stick 
Bullet Time Cord 
Additional Battery 
Fast Charge Hub 
Lens Cap 

1 39,000.00 39,000.00 

16 LSD-NSHP 
(1) 

Geotagging 
Device 

ICT-2968 
CPU: at least Deca-core 
Display Type: Dynamic AMOLED 2X 
Screen Size: at least 6.2 inches 
Screen Resolution: at least 2340 x 1080 pixels 
Screen Brightness: at least 2600 nits 
Operating System: at least Android 14 
Chipset: at least Qualcomm SM8650-AC 
Snapdragon 8 Gen 3 (4 nm) 
RAM: at least 12GB 
Storage: at least 256GB 
Battery: at Li-Ion 5000 mAh 
Simcard Form Factor: Nano-SIM + eSIM 
Camera: 
at least 12MP Front Camera 
at least 50MP Rear Camera 
Positioning: GPS, GLONASS, BDS, GALILEO, 
QZSS 

1 90,000.00 90,000.00 
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Item 

End-User Item Technical Specifications Qty Unit Cost Total 

17 GSITD-ST
O-ICT-202
5 (30) 

Router Router 
ICT-3021 
Network Standard: 
IEEE 802.11a; IEEE 802.11b; IEEE 802.11g; 
WiFi 4 (802.11n); WiFi 5 (802.11ac); WiFi 6 
(802.11ax); IPv4; IPv6; 
WiFi Data Rate: 
802.11a : up to 54 Mbps; 802.11b : up to 11 
Mbps; 802.11g : up to 54 Mbps; WiFi 6 
(802.11ax) (2.4GHz) : up to 1148 Mbps; WiFi 6 
(802.11ax) (5GHz) : up to 4804 Mbps 
Antenna: External antenna x 6 
Operating Frequency: 2.4GHz / 5GHz 
Processor: 2.0 GHz quad-core processor 
Memory: 
256 MB Flash; 512 MB RAM 
Operating Mode: 
Wireless router mode; Access point mode; 
Media bridge mode 
I/O Ports: 
RJ45 for 2.5 Gigabits BaseT for WAN x 1; RJ45 
for 2.5 Gigabits BaseT for LAN x 1; RJ45 for 
Gigabits BaseT for LAN x 4; USB 3.2 Gen 1 x 1 
Buttons: WPS Button, Reset Button, Power 
Button 
LED Indicator: 
Power x 1; WiFi x 1; 1G LAN x 4; 2.5G WAN x 1; 
2.5G LAN x 1 

30 13,000.00 390,000.00 

18 WRMD 
(12) 

Desktop 
Printer 
(Advance) 

ICT-2250 
Printer Type: Inktank 
Printer Function: Print, Scan, Copy & Fax 
(With ADF and Flatbed) 
Maximum Printing Resolution: 4800 x 1200 dpi 
Number of Paper Trays: 1 
Interface: USB 2.0 
Network: Wireless, Mopria, AirPrint, Direct 
Wireless 
Borderless Printing (A4 / Letter / 4 x 6″ / 5 x 
7″ / 8 x 10″ / Square (5 x 5″) / Business Card) 

12 17,000.00 204,000.00 

19 SSD(2) Multimedia 
Display (Smart 
TV 50 inch 
LED) 

ICT-2862 
Type: Smart TV Tizen 
Screen Size: at least 50 inch 
TV Resolution: at least 4K 
Refresh Rate: 60Hz 
Display Panel: LED 
Bluetooth: 5.2 
Speaker: at least 20w 
Wi-Fi 5: 2.4G & 5G 
3-Side Bezel-less 
I/O Ports: 
HDMI 2.1 x 3 
USB-A x 1 
Ethernet Lan x 1 

2 35,000.00 70,000.00 
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20 SSD(2) Portable 
Power Station 
(For drone) 

<10ms pro-grade UPS for precision devices 
at least 858Wh Capacity, 600W rated output 
and 1200W X-Boost 
Up to 2 x runtime for light-wattage appliances 
Expandable up to 858Wh with a wire-free 
connection 
Compact and lighweight 
at least 2.3hr charge, no battery damage 
Up to 220W fast solar charging 
<30 dB whisper quiet for 24/7 use 

2 45,000.00 90,000.00 

21 SSD(2) Power Station Battery PowerL at least 72000mAh (256Wh) 
AC Input: AC220V/50Hz 0.5A MAX 
AC Output: AC220V50Hz 0.5A, 300W(Sine 
Wave) 
Input 12V IN: 12V-24V/1A-5A(Max 60W) 
Input USB C: DC5V-3A/9V 3A/12V 3A/15V 
3A/20V 
Output USB C: DC5V-3A/9V 3A/12V 3A/15V 
3A/20V 
Output USB 1: DC5V- 3A/9V 2A/12V 
Output USB 2: DC5V- 3A/9V 2A/12V 
Total Output: 5V- 4A (USB1+USB2) 
12V Out: 12V- 6A (DC1+DC2) 
LED Light: 3W 

2 11,000.00 22,000.00 

22 SWRRD(1
) 

Camera (DSLR) ICT-2508 
Type: Digital Single Lens Reflex 
(Interchangeable Lens Camera) 
Image Sensor: 24.1MP APS-C CMOS sensor & 
DIGIC 4+ image processor 
Autofocus: 9-point AF with 1 centre cross-type 
AF point 
Standard ISO 100 – 6400 (expandable to 
12800) 
Wireless Connection: Wi-Fi / NFC supported 
Up to 3 shots per second continuous shooting 
speed 
Screen: 3 inch LCD monitor 
with 18-55mm IS II Black lens 

1 42,000.00 42,000.00 

23 SSD (2) Speaker 
(Multimedia 
Speaker w/ 
Wireless Mic) 

ICT-3163 
Connectivity: 
3.5 mm input: 1 
USB port: 1 
Bluetooth at least v5.0 
Microphone input: 2 (wired) 
Microphone: 
2 wireless microphones included 
Dynamic, handheld type 
Battery: 
Rechargeable battery, at least 6–8 hours 
playtime 
Charging port: 1 (DC input) 
MP3 Display: 
LED display for track number and mode 
Supports MP3 playback via USB 
Controls: 

2 20,000.00 40,000.00 
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At least Power, volume, echo, mic volume, and 
mode controls on main unit 

24 SCMD (4) Communicatio
n Device (Mini 
Two-way 
Radio) 

ICT-3214 
Type: Mini Two-Way Radio / Walkie Talkie 
Frequency Range: UHF 400–470 MHz 
Channels: 16 Memory Channels 
Communication Type: No SIM card required 
(simplex communication) 
Theoretical Range: 1 – 10 km (depending on 
terrain and environment) 
Supply Power: DC 3.7 V 
Battery Capacity: 9800 mAh Li-ion 
Charging Method: USB Charging 
Standby Time: Up to 10 days 
Operating Temperature: −20 °C to +40 °C 

4 4,000.00 16,000.00 

Total      9,360,500.00 

 LOT 1 Unit and its component must be BRAND NEW, UNUSED & NOT CLONE Brand and model 
offered shall be indicated on the technical proposal per line item Warranty: all equipment must 
be at least 1 year warranty on parts and labor service Bidder must submit Suppliers 
Performance Evaluation with at least Satisfactory Rating (submit during post qual) 

9,360,500.00 

  

  

 
Lot 2: Supply and Delivery of ICT Supplies 

Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

1 SCMD-RD 
CORN (6) 
SWRRD-STO-
ASP(1) 

Power 
Bank 

Battery Capacity: at least 20000 mAh 
Input ports: 
Lightning 
Micro-USB 
Output ports: USB Type-A (2) 
I/O: DC 5V – 2.1A 

7 2,000.00 14,000.00 

2 SCMD-STO-R
EGULAR-202
5 (5) 
SCMD-RD 
CORN-2025 
(5) 

Flash 
Drive : 
OTG Type 
C (128 GB) 

OTG USB Flash Drive 
Capacity: 128GB 
Speed: USB 3.1 Gen.1 up to 150MB/s read 
Interface: 
USB-A 
Type-C 

10 800.00 8,000.00 

3 SCMD-STO-R
EGULAR-202
5 (3) 

External 
Storage 

Type: Solid State Drive (SSD) 
Capacity: 1TB 
Interface: USB Gen 3.2 
Sequential Read: Up to 1,050MB/sec 
Sequential Write: Up to 1,000MB/sec 
Encryption:AES 256-bit hardware encryption 

3 9,000.00 27,000.00 

4 Manila Bay 
SCMD(1) 

SSD 
Internal 
Storage 
(1TB) 

ICT-1843 
SSD 
Capacity: 1 TB 
Interface: SATA 6 GB/S 
Sequential Read: Up to 560 MB/s 
Sequential Write: Up to 530 MB/s 

1 8,000.00 8,000.00 
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Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

5 SCMD-STO-R
EGULAR-202
5 (2) 

USB hub 
(Heavy 
duty, 10 
port) 

ICT-2806 
Interface Type: USB 3.0 
Ports: 10 Ports 
Standard: USB 3.0 
Body Type: Aluminum 
Interface: USB3.0 
Speed: 5Gbps 
Support Function: Current Protection/Hot Swap 
Plug: 12V Power Adapter 
Cable Length: 1M 

2 3,000.00 6,000.00 

6 RD-SOIL 
TANK(3) 
WRMD-LFP-
SWIP 
2025(10) 

Keyboard 
and 
mouse 
combo 
(wireless) 

Keyboard 
3 Zone-Layout 
Adjustable height -tilt legs 
Special Keys: Music Controls 
Palm Rest 
10-Key Number pad 
Key type: Deep profile 
On/Off power switch 
Mouse 
Sensor technology: High-precision Optical 
tracking 
Number of buttons: 3 (Left/Right-click, Middle 
click) 
Scrolling: line-by-line 
Scroll Wheel: Yes, 2D, mechanical 
Connect/Power: On/Off power button 

13 2,100.00 27,300.00 

7 ICT-STO 
Current(10) 
GSITD-STO-I
CT-2015(10) 

RAM DDR5 
8GB (8×2) 
5200 MHz 
LoDimm 

20 4,800.00 96,000.00 

8 ICT-STO 
Current (2) 

Wi-Fi 
Adapter 

Interface: USB 3.0 
Signal: 
5GHz (up to 867Mbps) 
2.4GHz (up to 400Mbps) 
2 External High Gain Antenna 
Features: MU-MIMO 

2 1,660.00 3,320.00 

9 ICT-STO 
Current (11) 

Desktop 
Power 
Supply 
750w gold 

Watts: at least 750 
Rating: 80+ Gold 
Type: Modular 
Fan Size: 120mm 
Form Factor: ATX 

11 6,200.00 68,200.00 

10 ICT-STO 
Current (11) 

Headphon
e 
(Over-ear) 

Type: Over-ear Headphone 
Frequency response: at least 20Hz – 20kHz 
Max input power: at least 20mW 
Sensitivity: at least 96dB SPL @1kHz/1mW 
Impedance: at least 32 ohm 
Microphone frequency response: at least 100Hz – 
10kHz 
Microphone pickup pattern: Directional 
Microphone Type: Detachable 
Connection: 3.55mm jack 

11 3,000.00 33,000.00 
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Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

11 LSD-NSHP 
(100) 

OTG USB 
Flash 
Drive 

ICT-2197 
OTG USB Flash Drive 
Capacity: 256GB 
Speed: USB 3.2 Gen.1 up to 400MB/s read 
Interface: 
USB-A 
Type-C 

100 1,600.00 160,000.00 

12 LSD-NSHP 
(45) 

Bluetooth 
Case 

Magnetic Bluetooth TouchPad Keyboard Case for 
Samsung Galaxy Tab S10 FE + 5G with Wireless 
Mouse Specifications: Keyboard Case 
- Connection: Bluetooth 3.0+ 
- Keyboard: Magnetic, detachable, scissor-switch 
keys 
- Touchpad: Multi-touch gesture support 
- Backlight: Optional RGB, adjustable brightness 
- Battery: 280–600mAh; 50–200 hrs use; USB-C 
charging 
- Design: Floating cantilever stand for adjustable 
viewing angles 
- Features: Auto sleep/wake, stylus holder 
- Material: PU leather, TPU shell 
 
Wireless Mouse 
- Connection: Bluetooth or 2.4GHz 
- Design: Slim, ergonomic, rechargeable 
- Compatibility: Android, iOS, Windows, macOS 
Typical Inclusions 
- Magnetic Bluetooth Keyboard Case 
- Wireless Mouse 
- Charging Cable (USB-C or Micro USB) 
- User Manual 

45 9,000.00 405,000.00 

13 GSITD-LFP-N
SHP (25) 

Memory 
Card 
(Micro SD) 

ICT-1870 
Capacity: 128GB 
Type: Micro SDXC 
Read Speed: Up to 200 MB/s 
Write Speed: Up to 90MB/s 

25 2,400.00 60,000.00 

14 GSITD-LFP-N
SHP (20) 

USB Hub ICT-2235 
Output Interface: 4 USB 3.0 Ports 
Input Interface: USB 3.0 Type-A 
Data transfer up to 5Gbps 

20 1,500.00 30,000.00 

15 GSITD-LFP-N
SHP(15) 
GSITD-STO-I
CT-2025(20) 

Wireless 
Keyboard 
& Mouse 

ICT-2797 
Keyboard 
3 Zone-Layout 
Adjustable height -tilt legs 
Special Keys: Music Controls 
Palm Rest 
10-Key Number pad 
Key type: Deep profile 
On/Off power switch 
Mouse 
Sensor technology: High-precision Optical 
tracking 
Number of buttons: 3 (Left/Right-click, Middle 
click) 
Scrolling: line-by-line 

35 2,100.00 73,500.00 
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Line 
Item 

End-User Item Technical Specifications Qty Unit Cost Total 

Scroll Wheel: Yes, 2D, mechanical 
Connect/Power: On/Off power button 

16 GSITD-LFP-N
SHP(20) 
GSITD-STO-I
CT-2025(14) 

Mouse 
(Wireless) 

ICT-2189 
Type: Wireless 
Connection Type: Bluetooth® Smart and 2.4GHz 
wireless connection 
Wireless range: 10 m 
Battery Details: 1 x AA 
DPI (Min/Max): 1000± 
Sensor resolution: 1000 dpi 
Scroll Wheel: 3G Core 
Number of buttons: 8 

34 3,000.00 102,000.00 

17 SWRRD(1) Projector 
Laser 
Pointer 

ICT-1864 
Laser Class: Class 2 
Max laser output: Less than 1m W 
Laser Color: Green 
Wireless technology: 2.4 GHz 
Operating distance: up to 30m 
Battery Type: 2 AAA 
LCD Display for Timer, Battery power and 
Reception level 

1 4,600.00 4,600.00 

Total 1,125,920.00 

 LOT 2 & 3 Brand and model offered shall be indicated on the technical 
proposal per line item Bidder must submit Suppliers Performance 
Evaluation with at least Satisfactory Rating (submit during post qual) 
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Lot 3: Supply and Delivery of ICT Software 
Line 
Item 

End-User Technical Specifications Qty Unit Cost Total 

1 GSITD-ICT-
STO 
Current 

Engineering Software 
renewal 
AutoCAD 2024 
Includes specialized toolsets 
AD Commercial New Single-user ELD Annual 
Subscription 

2 126,000.00 252,000.00 

2 WRMD-LF
P-SWIIP-20
25 

Engineering Software compatible with the existing 
software (AutoCAD) 
 
Autodesk Civil 3D 2025 
One (1) year subscription; single-user 

6 150,000.00 900,000.00 

3 GSITD-STO
-ICT 
Current 

Microsoft Office Standard 2021 
Perpetual license; single-PC 

21 8,000.00 168,000.00 

4 WRMD-LF
P-SWIIP-20
25 

MODFLOW User Interface Software 
 
Perpetual License 
Premium Edition 
Hard key (USB hardware lock) 
USB Flash Drive Installer 
 
Flow Engine Capabilities: 
MODFLOW 2000, 2005, NWT, 
MODFLOW 6 (Structured & Unstructured Grid) 
MODFLOW LGR 
MODFLOW USGS 
 
Transport Engine Capabilities: 
MODFLOW-6 
MT3DMS 
RT3D 
SEAWAT 
 
With Utilities: 
ZONEBUDGET 
MODPATH 
MODPATH3DU 
PEST 
SAMG SOLVER (Serial & Parallel) 
 
Grid Type Capabilities: 
Unlimited Grid in STRUCTURED FINITE DIFFERENCE 
GRID, LOCAL GRID REFINEMENT, UNSTRUCTURED GRID, 
MULTIPLE GRID, 
 
Other Specifications: 
Enhanced 3D Visualization 
Conceptual Modeling 
3D Animation and Movie Generation 
FEFLOW Model Generation 
 
Package includes Hands On Training on Software 
Utilization 

1 1,500,000.00 1,500,000.00 

Total 2,820,000.00 
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Line 
Item 

End-User Technical Specifications Qty Unit Cost Total 

 LOT 2 & 3 Brand and model offered shall be indicated on the technical 
proposal per line item Bidder must submit Suppliers Performance 
Evaluation with at least Satisfactory Rating (submit during post qual) 

   

     2,820,000.00 
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ANNEX A 
(For Goods) 

Bid Securing Declaration Form 
[The duly accomplished form shall be submitted with the Bid if bidder opts to provide 

this type of bid security]  
_________________________________________________________________________  

 
REPUBLIC OF THE PHILIPPINES​ ​ ​ )  
CITY/MUNICIPALITY OF ____________________​) S.S.  
  

   
BID SECURING DECLARATION  

Project Identification No.: [Number]  
   

To: [Insert name of the Procuring Entity]  
   
I/We, the undersigned, declare that:  
 

1)​ I/We understand that, according to your conditions, bids must be supported by a Bid 
Security, which may be in the form of a Bid Securing Declaration; 

 
[Insert paragraph for Unsolicited Offer with Bid Matching] 
 
I/We understand that upon conferment of the original offeror status under Section 
30.6 of the Implementing Rules and Regulations (IRR) of Republic Act (RA) No. 
12009, the offeror shall submit a Bid Securing Declaration within ten (10) days 
from the receipt of the certificate of conferment; 

 
 

2)​ Select one, delete the other:  
 

●​ I/We accept that: (a) I/we will be automatically disqualified from bidding for any 
procurement contract with any Procuring Entity upon receipt of your Blacklisting 
Order; and, (b) I/we will pay the applicable fine provided under the Guidelines on 
the Use of Bid Securing Declaration, within fifteen (15) days from receipt of the 
written demand by the Procuring Entity for the commission of acts resulting to the 
enforcement of the Bid Securing Declaration under Sections 52.2 (a), 63.2, 69.1 
and 100, except 100.3 (c),of the IRR of Republic Act  No. 12009; without prejudice 
to other legal action the government may undertake; and   

  
(For Unsolicited Offer with Bid Matching)  
  

●​ I/We accept that: I/we will be automatically disqualified from any procurement 
opportunity of the Procuring Entity for a period of one (1) year on the first offense, 
two (2) years on the second offense, and perpetually on the third offense without 
prejudice to other legal action the government may undertake. 

 
3)​ I/We understand that this Bid Securing Declaration shall cease to be valid on the 

following circumstances:   
 

a)​ Upon expiration of the bid validity period, or any extension thereof pursuant to 
your request; 
 

b)​ I am/we are declared ineligible or post-disqualified upon receipt of your notice to 
such effect, and (i) I/we failed to timely file a request for reconsideration or (ii) 
I/we filed a waiver to avail of said right; 

 
[Insert this paragraph for Unsolicited Offer with Bid Matching] 
 

b)​ Upon contract award and the LCCRB is not the original offeror; or 

c)​ I am/we are declared the bidder with the [Insert Award Criterion1] and I/we have 
furnished the performance security and signed the Contract.  
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IN WITNESS WHEREOF, I/We have hereunto set my/our hand/s this ____ day of [month] [year] 
at [place of execution].                                                  

  
  
  
Duly authorized to sign the Bid for and behalf of:   
  
[Insert Bidder’s Name]   
  
[Signature over Printed Name]  
[Position/Designation]  
[Date]  
  

    
JURAT  

  
SUBSCRIBED AND SWORN to before me this _____ day of [month] [year] at [place of 
execution], Philippines. Affiant/s is/are personally known to me and was/were identified by me 
through competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. 
No. 02-8-13-SC). Affiant/s exhibited to me his/her [insert type of government identification card 
used], with his/her photograph and signature appearing thereon, with no. ______.    
   
WITNESS MY HAND AND SEAL this ___ day of [month] [year].    
   
  
   

NAME OF NOTARY PUBLIC     
Notarial Commission No.  ___________    
Notary Public for ______ until _______    
Roll of Attorneys No. _____    
PTR No. __, [date issued], [place issued]    
IBP No. __, [date issued], [place issued]    

 

Doc. No. ________ 

Page No. _______  
Book No. _______ 

Series of ________ 
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(For Infrastructure) 
Bid Securing Declaration Form 

[The duly accomplished form shall be submitted with the Bid  
if bidder opts to provide this type of bid security] 

_________________________________________________________________________ 
  

REPUBLIC OF THE PHILIPPINES​ ​ ​ ) 

CITY/MUNICIPALITY OF ____________________​) S.S. 
 

BID SECURING DECLARATION 
Project Identification No.: [Number] 

  
To: [Insert name of the Procuring Entity] 
  
I/We, the undersigned, declare that: 

1.​ I/We understand that, according to your conditions, bids must be supported by a Bid 
Security, which may be in the form of a Bid Securing Declaration;  

2.​ I/We accept that:  

a.​ I/We shall enter into contract with the Procuring Entity and furnish the required 
performance security within ten (10) calendar days as indicated in the Bidding 
Documents, from receipt of the Notice of Award; 

a.​ I/we will be automatically disqualified from bidding for any procurement contract with any 
Procuring Entity upon receipt of your Blacklisting Order; and 

a.​ I/We will pay the applicable fine within fifteen (15) days from receipt of the written 
demand by the Procuring Entity for the commission of acts resulting to the enforcement 
of the Bid Securing Declaration under Sections 52.2 (a), 63.2, 69.1 and 100, except 
100.3 (c), of the IRR of RA No. 12009; without prejudice to other legal action the 
government may undertake;  

 Applicable Fine 
 

a.​ in the case of a single 
bidder 

.​ two percent (2%) of the Approved Budget for the 
Contract (ABC); or 

.​ the difference between the evaluated bid price and 
the ABC whichever is higher 

b.​ in the case of multiple 
bidders 

.​ two percent (2%) of the ABC; or 

.​ the difference between the evaluated bid prices with 
the bidder with Lowest Calculated/Highest Rated 
Bid and the bidder with the next Lowest 
Calculated/Highest Rated Bid, and so on whichever 
is higher 

c.​ in case of violations 
committed prior to the 
opening of the financial 
envelope 

.​ a fixed amount of two percent of the ABC,  

 

0.​ I/We understand that this Bid Securing Declaration shall cease to be valid on the 
following circumstances:  

a.​ Upon expiration of the bid validity period, or any extension thereof pursuant to your 
request; 

a.​ I am/we are declared ineligible or post-disqualified upon receipt of your notice to such 
effect, and (i) I/we failed to timely file a request for reconsideration or (ii) I/we filed a 
waiver to avail of said right; 

Page 38 of 42 



 

a.​ I am/we are declared the bidder with the [Insert Award Criterion1] and I/we have 
furnished the performance security and signed the Contract. 

IN WITNESS WHEREOF, I/We have hereunto set my/our hand/s this ____ day of [month] [year] 
at [place of execution].                                                 

 

Duly authorized to sign the Bid for and behalf of:  
 
[Insert Bidder’s Name]  
[Signature over Printed Name] 
[Position/Designation] 
[Date] 

JURAT 
 
SUBSCRIBED AND SWORN to before me this _____ day of [month] [year] at [place of 
execution], Philippines. Affiant/s is/are personally known to me and was/were identified by me 
through competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. 
No. 02-8-13-SC). Affiant/s exhibited to me his/her [insert type of government identification card 
used], with his/her photograph and signature appearing thereon, with no. ______.   
  
WITNESS MY HAND AND SEAL this ___ day of [month] [year].   
  
 

  
NAME OF NOTARY PUBLIC    
Notarial Commission No.  ___________   
Notary Public for ______ until _______   
Roll of Attorneys No. _____   
PTR No. __, [date issued], [place issued]   
IBP No. __, [date issued], [place issued]   

​
​
 

Doc. No. ________  
Page No. _______   
Book No. _______  
Series of _______ 
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ANNEX B 
 

Omnibus Sworn Statement Form 
[Note: The duly accomplished form shall be submitted with the Bid]  

  
REPUBLIC OF THE PHILIPPINES​ )   

CITY/MUNICIPALITY OF ______  ​ ) S.S.   
     

  OMNIBUS SWORN STATEMENT   
   

I,  [Name of Affiant], of legal age, [Civil Status], [Nationality], and with residence at [Address of Affiant], after 
having been duly sworn in accordance with law, do hereby depose and state that:   
   

1. ​ Select one, delete the others:   
· ​ If sole proprietorship: I am the sole proprietor or authorized representative of [Name of Bidder] with office 

address at [Address of Bidder];   
   
· ​ If partnership, corporation, cooperative, or joint venture: I am the duly authorized and designated 

representative of [Name of Bidder] with office address at [Address of Bidder];   
   
· ​ If individual consultant not registered under a sole proprietorship, in case of Consulting Services: I am 

the individual consultant or authorized representative of [Name of Bidder] with office address at [Address 
of Bidder];   

  
2. ​ Select one, delete the others:   
   
· ​ If sole proprietorship: As the owner and sole proprietor or authorized representative of [Name of Bidder], 

I have full power and authority to do, execute and perform any and all acts necessary to participate, 
submit the bid, and to sign and execute the ensuing contract for [Project Title] of the [Name of the 
Procuring Entity][insert “as supported by the attached duly notarized Special Power of Attorney” for 
authorized representative];   

   
· ​ If partnership, corporation, cooperative, or joint venture: I am granted full power and authority to do, 

execute and perform any and all acts necessary to participate, submit the bid, and to sign and execute 
the ensuing contract for [Project Title] of the [Name of the Procuring Entity], as supported by the attached 
duly notarized Special Power of Attorney, Board/Partnership Resolution, or Secretary’s Certificate, 
whichever is applicable;    

  
· ​ If individual consultant not registered under a sole proprietorship, in case of Consulting Services: As the 

individual consultant or authorized representative of [Name of Bidder], I have full power and authority to 
do, execute and perform any and all acts necessary to participate, submit the bid, and to sign and 
execute the ensuing contract for [Project Title] of the [Name of the Procuring Entity], as supported by the 
attached duly notarized Special Power of Attorney for authorized representative;    

   
3. ​ [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the Philippines or any 

of its agencies, offices, corporations, or Local Government Units, foreign government/foreign or 
international financing institution whose blacklisting rules have been recognized by the Government 
Procurement Policy Board;  by itself or by relation, membership, association, affiliation, or controlling 
interest with another blacklisted person or entity;    

  
4. ​ Each of the documents submitted in satisfaction of the bidding requirements is an authentic copy of the 

original, complete, and all statements and information provided therein are true and correct;   
  
5. ​ [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized representative(s) 

to verify all the documents submitted;   
  
6. ​ Select one, delete the others:   
  
· ​ If sole proprietorship : The [Name of Bidder] and its spouse are not related by consanguinity or affinity up 

to the third civil degree to the Head of the Procuring Entity, Procurement Agent (if engaged), End-User or 
Implementing Unit,  project consultants, head of the Project Management Office, or the members of the 
Bids and Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat;  

   
· ​ If partnership : The partnership itself and the partners of [Name of Bidder] are not related by 

consanguinity or affinity up to the third civil degree to the Head of the Procuring Entity, Procurement 
Agent (if engaged), End-User or Implementing Unit,  project consultants, head of the Project 
Management Office, or the members of the Bids and Awards Committee (BAC), the Technical Working 
Group, and the BAC Secretariat;  

  
· ​ If cooperative: The cooperative itself and members of the board of directors, general manager, or chief 

executive officer of [Name of Bidder] are not related by consanguinity or affinity up to the third civil 
degree to the Head of the Procuring Entity, Procurement Agent (if engaged), End-User or Implementing 
Unit,  project consultants, head of the Project Management Office, or the members of the Bids and 
Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat;  

   
· ​ If corporation, or joint venture: The corporation or joint venture itself, and officers, directors, and 

controlling stockholders of [Name of Bidder] are not related by consanguinity or affinity up to the third civil 
degree to the Head of the Procuring Entity, Procurement Agent (if engaged), End-User or Implementing 
Unit,  project consultants, head of the Project Management Office, or the members of the Bids and 
Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat;  
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· ​ If individual consultant not registered under a sole proprietorship, in case of Consulting Services: The 
individual consultant and its spouse are not related by consanguinity or affinity up to the third civil degree 
to the Head of the Procuring Entity, Procurement Agent (if engaged), End-User or Implementing Unit,  
project consultants, head of the Project Management Office, or the members of the Bids and Awards 
Committee (BAC), the Technical Working Group, and the BAC Secretariat;  

  
7. ​ It is understood that failure to faithfully disclose its relationship with the Head of the Procuring Entity, 

members of the BAC, the TWG, and the BAC Secretariat, the head of the PMO or the end-user unit or 
implementing unit, and the project consultants of the Procuring Entity, or of the procurement agent by 
consanguinity or affinity up to the third civil degree, as well as its submission of beneficial ownership 
information containing false entries shall be subject to blacklisting under Section 100 of the Implementing 
Rules and Regulations (IRR) of Republic Act (RA) No. 12009, without prejudice to criminal and civil 
liabilities under applicable laws, including their accessory penalties, if any.  

  
     Select one, delete the rest: 
  
·   ​ In case of corporations: [Name of Bidder] declares its beneficial ownership information consistent with its 

updated General Information Sheet or Beneficial Ownership Declaration Form or any other document 
duly submitted to the SEC and has maintained a valid and updated file therein in compliance with 
Sections 20.2.9.1, 81, and 82 of the IRR of RA No. 12009.  

  
·   ​ In case of Foreign Bidders: [Name of Bidder] submitted an appropriate equivalent document in English 

issued by the country of the bidder concerned in accordance with Section 20.2.9.2 of the IRR of RA No. 
12009. 

  
8. ​ [Name of Bidder] complies with existing labor laws and standards; and   
  
9. ​ [Name of Bidder] is aware of and has undertaken the following responsibilities as a Bidder:   
   
a)   ​Carefully examine all of the Bidding Documents; 
  
b)   ​Acknowledge all conditions, local or otherwise, affecting the implementation of the Contract; 
  
c)   ​ Made an estimate of the facilities available and needed for the contract to be bid, if any; and 
  
d)   ​ Inquire or secure Supplemental Bid Bulletin(s) issued for the [Project Title].   
   
10.  [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any form of 

consideration, pecuniary or otherwise, to any person or official, personnel or representative of the 
government in relation to any procurement project or activity. 

  
11.  In case advance payment was made or given to [Name of Bidder], failure to perform or deliver any of the 

obligations and undertakings in the contract shall be sufficient grounds to constitute criminal liability 
under existing laws.  

  
   

IN WITNESS WHEREOF, I have hereunto set my hand this __ day of ___, 20__ at ____________, 
Philippines.   
   

   
  

Duly authorized to sign the Bid for and behalf of:   
  

[Insert Bidder’s Name]   
  

[Affiant’s Signature over Printed Name]  
[Position/Designation]  

[Date]  
   
  

JURAT  
  
  
SUBSCRIBED AND SWORN to before me this _____ day of [month] [year] at [place of execution], Philippines. 
Affiant/s is/are personally known to me and was/were identified by me through competent evidence of identity as 
defined in the 2004 Rules on Notarial Practice (A.M. No. 02-8-13-SC). Affiant/s exhibited to me his/her [insert type of 
government identification card used], with his/her photograph and signature appearing thereon, with no. ______.    
   
WITNESS MY HAND AND SEAL this ___ day of [month] [year].    
   
   

NAME OF NOTARY PUBLIC     
Notarial Commission No.  ___________    
Notary Public for ______ until _______    
Roll of Attorneys No. _____    
PTR No. __, [date issued], [place issued]    
IBP No. __, [date issued], [place issued]    

  
  
  
Doc. No. ________   
Page No. _______    
Book No. _______   
Series of _______.   
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ANNEX C 
 

SEALING AND MARKING OF BIDS 
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